














5. Plug the power cable into the input on the
back and turn on the power switch, the touch
screenisturned on.

FLASHFORGE bt FLASHFORGE 1 FLASHFORGE )

X:20.00 VY:45.00 Z:36.00
® :
VA
Status  Language Move Camera X @ 2
©

Calibration Home FilamentCheck Led

C e |CE »E ®

6. Click [tools]-[setting] in turn to enter page like this, turn to page two, click [move].
Click the upper arrow in the moving page to make the extruder raises for removing the
paper box on the bottom easier.

7.0penthe front door, take out the paper box inside
the printer, printer unpacking completed.
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2.2 Accessories

EEESF

After-sales Service Card

service card

= REEER =

Adventurer3 PRO equipped
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2.3 Interface Menus Intrduction

2.3.1 Build

FLASHFORGE bl FLASHFORGE 1

s

.Q. Build
% Tools
% Filament

=l 6.62GB

[
[--]
Not Available
@ Nojob

1. Tap [Print].

FLASHFORGE bl FLASHFORGE 1

Ship-PLA.gx @
20mm_Box-
PLA.gx

IR RC

Read the printfile from:
The local memory card

The USB stick

The Cloud

Back: Back to upperinterface

2.Choose the read path of the printfile File list.

QO Select all

Ship-PLA.gx O
20mm_Box-
n PLAGY ©

O

3.File list

Tap @ to begin printing; tap the picture of the selected file to enter file details.
Page-flip: Tap the left/right arrow.
Long pressthe file picture or file name, quit out multi-selected interface, you can
selectall, copy , delete @ :

Tap @ to quit out multi-selected interface.
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FLASHFORGE bl

20mm_Box-P...
® 0h10min
& 0.7m

@@ ®

©

FLASHFORGE bl

20mm_Box-PLA.gx

0:10...

Time Remaining

© ® @

@ b

EII

©
®

!

File details: Includingfile picture, time needed,
filament needed.
Build: To begin printing the file.

Copy: To copy the files to the local memory
card from the USB stick.

Delete: To delete the printfile.

Printinterface

Cancel: To cancelthe print job.

Pause/Resume: To suspend or resume the print job.

@ More: To check more settings and details information

during printing.

FLASHFORGE Details
A T 235°c/235C > Extrudertemperature
é% < 100-c/100°C < Build plate temperature
® 0h1 min @® Usedtime
® 8% @ Printing progress
Q s 0.7wm & Whole filament needed
More

Replace: To change filament during printing progress.
Led Light: To turn on or turn off the led light.
Detail: To check more detail information.
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2.3.2 Tools

FLASHFORGE bt FLASHFORGE bt

——

.Q. Build
% Tools
g Filament

® 1

Network Preheat
Setting About

©

@ Network: To connect printer to your PC or internet.

a Preheat: To preheat the extruder and build plate.

{@} Setting: Toimplement relevant function setups.

@ About: Information about the printer.

2.3.2.1 Network
WiFi

FLASHFORGE bt FLASHFORGE bt

= (=)

WiFi Hotspot

S =

Cloud Ethernet

©

l | ©

NOEOE
Hlaon
000 e

©

FLASHFORGE

WiFi

Flashforge
Choose a network
ChinaNet-AnCr
TP-LINK_EDC2

Qs_1234

< 173

< MK

DR

D)

@

() ON/OFF: To turn on/off the WIFI connection.

‘4?‘ WiFi connection: To connect your printer with your PC via a stable WIFI signal.
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Hotspot

WLan hotspot () Setup WLan hotspot : @
SSID: 123 abc %t
ssio: )
Password: 771—\'( Password:
)
S @
Cloud Ethernet B B B a

© © © ©

((+) Tosetyour printer as a WLAN hotspot.

@ Turn on/off the WLAN hotspot.
Hotspot setting: To set the hotspot name and password. Input hotspot name with
numbers, characters and symbols.

@ Tap to save the name and password.

= (©)

WiFi Hotspot

Ethernet Connection

FLASHFORGE 1 FLASHFORGE bl FLASHFORGE 1 q

O )
Oo || Qs

WiFi Hotspot
Please connect the cable @ Connected successful

S B

Cloud Ethernet

© © ©

To connect your printer with your PC via Ethernet cable.
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Cloud Connection

H ~—
® 1 @
. &> FlashCloud
Network Preheat WiFi Hotspot
\
{’@} @ C) @l & PolarCloud
Setting About Cloud Ethernet
FLASHFORGE = 1 FLASHFORGE = 1
FlashCloud (> PolarCloud ()
Account:
Printer Name: ’ l
Flashforge PIN :

Registration Code:
ABCDEF

©

©

1. Turn onthe WiFi or Ethernet connection, connectthe printerto internet successfully.

2.Tap[Tools]-Tap[Network]-Tap[Cloud] on the printer;

3.Turn on the Cloud Connection function;

4.Registeryour cloud account and set your settings on https://cloud.sz3dp.com with the
registration code on printer'stouch screen, orregisteryour cloud accounton
https://polar3d.com to get your polar3d account and pin code.
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2.3.2.2 Preheat setting

FLASHFORGE bt FLASHFORGE bt

@ :ﬂ Extruder ()
Network Preheat @ 220°C @

Platform O
Sgct:?:r%g Ab®out @ 50-c @

® s ) ®

ON/OFF:Turn ON/OFF the extruder or platform preheat;

Tap@ @symbol, you could set preheat temperature;
Long press @ @symbol, set preheat temperature rapidly;

Extruder/Platform preheatinterface

Extruder 235,235 Extruder 235 /235
O

Platform 75/100°C

C)

(o) ®

It contains actual temperature, target temperature and heating progress.

Extruder highest preheat temperature: 240°C

Platform highest preheat temperature: 100°C

Tap :Abort the preheat job.
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2.3.2.3 Setting

FLASHFORGE ) FLASHFORGE FLASHFORGE

® 1

Network Preheat
Setting About

©

Status  Language
Calibration Home

D IC

D ®

Move Camera

FilamentCheck Led

@ HE

FLASHFORGE

9 ©®

Buzzer FactoryReset
Update Nozzle

GEEEDEC

Status

FLASHFORGE ) FLASHFORGE =1

@ ©®

Status  Language
Calibration Home

D IC

Setting interface
£7) Status

7\ 1.
HOME Home
—

g@ FilamentCheck Q

@ FactoryReset b@ Update

4.;.}‘ 20

< 20«
% Load

X:20.00 Y:45.00 Z:36.00

©

<« > Move
v

@ Language =Cl= Calibration

Camera
FQ Buzzer

w
— Nozzle

m It displays the real-time coordinates of X-axis, Y-axis, Z-axis and the real-time
temperature of extruder and platform.
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Language

FLASHFORGE FLASHFORGE : FLASHFORGE ﬂ

@ 0
==
olc

Calibration Home

Cr DE||CE »E||CZm »eE

Choose thetarget language.

FLASHFORGE bl FLASHFORGE 1

Click the arrow to adjust the
@ nozzle so thatitjust touches
the platform

Status  Language zaxis 0.00

®c o

Calibration Home
© ©

@ Up arrow: Extruder will elevate, away from the platform;

@ Down arrow: Extruder will descend, move close to the platform;

Function 1. Extruder Calibration:

Click on [calibration] to start pre-calibration. The first point is to calibrate the initial distance
between the extruder and the platform (see Z-axis deviation value). Click on the up and down
arrows to adjust the Z-axis deviation value. You can also feel if there is slight resistance by
pulling A4 paper between them to decide the appropriate distance.

Function 2: Platform Offset:

When the calibrated extruder fails to satisfactorily print a large model, or failure occurs due to
uneven platform, please continue to use this function. The printer will calibrate the other 8
points. After calibration is completed, the software will automatically calculate a compensation
mean to operate. The user can also adjust the Z-axis deviation by clicking the up and down
arrows when calibrating each point. After compensation is completed, the value is saved and
the extruder finishes homing.
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Home

EEASHEORCSS 4 FLASHFORGE 9 FLASHFORGE 1

: Homing, please wait... Homing completed

Status  Language

<) &

Calibration Home

®

~~
H@E To make the X, Y and Z axes back to the mechanical zero point.
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'
<—¢-) Manual:

X:2000 Y:4500 Z:36.00 To manually adjust the
positions of extruder and
Y . build plate.

Mave Camera @ Extruder movestotheright;

X ©) :
@ @ ' @ Extruder movesto the left;
hd N . )
Flamaneck | Log @ @ Build plate movestothe front;
@
®

GEEEDIC ®

Build plate movesto the back;

Extruder moves upward;

@ Extruder moves downward;

FLASHFORGE bt FLASHFORGE )

. [©] Camera:
Auto Mode o Turn on or turn off the camera.
Idling Printing Auto Mode:

Move Camera Printing: Camera is on; USB stick is off
. ldling: Camerais off; USB stick is on
:
- Manual Mode:
FilamentCheck  Led Manual Mode » Users choose camerais on or USB stick

ison,when one ofthem s on, the other
© © isoff

Note: when using cloud printand using camera function on cloud, camera will be on manual mode, USB
stick will be off; turn on the auto mode on printer if you want to turn off the manual mode.
More details about Camera, please check Chapter 2.5.

FLASHFORGE FLASHFORGE

= Filament check:
@ @ g@xToturnonloffthefilament
check, notice will pop out

Move Camera Move Camera when filament is used up
™" or suspended when the
@ @ checkisturned on.
@ (© : |
FilamentCheck Led FilamentCheck Led O Led:To turn on/off the light.

Cm e |CE »E
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FLASHFORGE FLASHFORGE bt FLASHFORGE )

Buzzer FactoryReset
,< @
Update Nozzle

GEETDEC

Factory Setting

Delete all data
ininternal memory

ConD ®

Completed!
Restored to factory setting

FLASHFORGE

©©®

Buzzer FactoryReset
,* a
Update Nozzle

GEEEDEC

FLASHFORGE q

Please select extruder

240°C

265°C

Note: please use temperature to calibrate after changing extruders.

2.3.2.4 About:

©

Factory Setting:

Delete all dataininternal
memory, return the printer
to factory setting.

Buzzer:To turn on/off the
buzzer.

Update: To update printer
firmware.

Nozzle: Select the
temperature the nozzle
adopts to.

o O

FLASHFORGE 1 FLASHFORGE 1 FLASHFORGE )

Machine Type:
Adventurer 3
Serial No:
123456
RegisterCode:
XXXXXX
Polar Serial No:

DG

Firmware Version:
v1.03-1.1
Build Volume:
150 x 150 x 150
Usage counter:
12 hours
IP Address:
10.90.243.184: 8399

GEEDIC

WiFi MAC:
02:00:00:00:11:66

GEETDIC

Shows the basic information about the printer.
Notice: When contacting after-sales support, please give your Serial No to after-sales
engineer, which is showed in the [About] interface.
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£ Losd o 200/235c| | > 235/235C o 235,535

rl .
=(i'= Change Heating extruder... Prehea't comp'letedA Press ok when new color appears
Begin loading.

@9 Manual
©

¢ Load

- The extruder is heated up to 235°C .
- After heat completed, insert the filament into the extruder at an upright angle until

some resistance is sensed(as the filamentis pushed through the feeding wheel).
+ Load will complete when you see filament come out of extruder.

£ Load o 235.35¢| | > 235/235°¢ o 235,535

Pulloutold filament, Press ok when new color appears

=E£'= Change Unloadingthefilament,
please wait... feed new filament, press [ok].

@ Manual
® ®

=|£_Lp= Change

- The extruder is heated up to 235°C, after heat completed, filament will be unloaded

from the extruder.
« Pull out the filament according to the instruction.
- Insert new filamentinto the filament intake, tap [0K] ;
- New filament will be pushed into the extruder, replace will complete when you see

new filament come out of extruder.

{ Manual operate
45 Load TF  265/265C
+ Wait until the extruder is heated up to
JéF Change 265°C, ChUUSE the loadlng length, click
on [Loading];
B M | + Load the filaments, make a push until
&y Manua resistance is felt;
- Gear set works. Filaments coming out
@ @ of the extruder indicates a success.




2.4 Print

Plug the power cable into the input on the right
side and turn on the power switch, the touch
screenisturned on.

2.4.1 Load Filament

1. Openthe filament cover, insert the filament into the
filament intake, push filament into the feeding wheel
until some resistance is sensed.

Note: Please make sure filament has been pushed into
the feeding wheel!




FLASHFORGE 1 FLASHFORGE 1 FLASHFORGE bl

- ‘f
(O Build Load 4;# 200 /235

Heating extruder...
% Tools

Cancel

2.Tap [Filament]--Tap [Load]--After Load completed--Tap [0K]

FLASHFORGE q FLASHFORGE q

4;% 235 /235 4;% 235 ,235°C

Preheat completed,
. . Press ok when new color appears
Begin loading...

3.Load completed when you see filament come out of extruder, Tap [0K].
Putthe spool of filament on the spool holder, close the filament cover.

1

NN L]
L

i

]

Mind the loading direction of filament, make sure
to be clockwise as the picture showed.
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2.4.2 Model File Transfer

After generating the Gcode file, you can transfer it to your Adventurer 3 with different
network methods. If use USB stick to print, please insert your USB stick with target .g/.gx file
to your Adventurer 3, there will be no need to set new network.

Method 1:
WiFiConnection

® 3|l = o

Network Preheat WiFi Hotspot
& ® S 0B
Setting About Cloud Ethernet

© ©

1.Tap [Tools]--Tap [Network]--Tap [WIFI] ;

FLASHFORGE bl FLASHFORGE b1} FLASHFORGE =

w ©| | | @] | wr ©

Choose a network 123 abe ot Flashforge v

Flashforge = Choose a network

ChinaNet-AnCr = ChinaNet-AnCr =
)= )5 L]

TP-LINK_EDC2 = @ n TP-LINK_EDC2 =

Qs_1234 = B D B a Qs_1234 =

®

G RC ® v

2.Choose a network and input the password.

» FlashPrint - untitle.fpp*

File Edit Print View Tools Help

& Connect Machine

. 1
v m
Y Print Ctrl+P il —

Load

i Supports Print
Machine Type 3

A

3.0penthe FlashPrint software, click [Print], then click [machine type], select [Flashforge
Adventurer lll]. Then click [connect to the machinel.
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Comnect Mode: W1-F1 =

IP Address (port): 192 . 168 . 16 . 171 . &594

4.Inthe pop up dialog box, the connection mode selects Wi-Fi, and fill in the IP port column
with the IP address of the printer. Query IP address clicking [tools] - [about], turn to next
page, you can see the IP address. Input completion and click connect.

HED

Supperts

| T want to Freview [ Print When Slice Tione

| Machine Type: |FlashForge Adventurer IIT -
| Material Type | ABS - |

- | Supports: Enable -

| Raft: Disable -
o | Besolution: () Low (Faster]  []#all |

Rotat
@ Standard Brim
O High (Slefer) /

More Options 3

Save Configuration

FlashForge Adventurer III

5.When the connection is succeed, the machine status bar will appear in the lower right
corner of the software interface, and the printericon will be displayed as a connected
state. After processing the model in FlashPrint software, click the top printicon. Click
[OK]. Selectthe appropriate location to save the slice processed files.

When the user wants to use the browser to view the images, the printer and PC must be in an
intranet (that s, the printer and PC connect to the same router).
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FlashPri inis mm Box.gx

File Edit Print View Tools Help

B&
Layers

Weight Estimation

5. After the software slicing is completed, click [Print]. Then the printer starts preparatory
work such as preheating, and automatically starts printing after itis ready.
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Method 2: Cloud Connection

FLASHFORGE 1 FLASHFORGE bl FLASHFORGE = 1

©) 1l = @

. &> FlashCloud
Network Preheat WiFi Hotspot

m
@ @ CD @l & PolarCloud
Setting About Cloud Ethernet

FLASHFORGE = 1 FLASHFORGE = 1
FlashCloud () PolarCloud ()
Account:
Printer Name: ’ l
Flashforge PIN -
Registration Code: ’ l
ABCDEF

© ©

Use the cloud connection to process printing operation.

*The use of FlashForge cloud isin 2.4.3.1 section.
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.Q. Build
% Tools

g Filament

FLASHFORGE bt

= 6.62GB
[

Not Available
(@) No job

1. Tap [Build], choose the file

Ship-PLA.gx @

20mm_Box-
PLA.gx

ETIEDYC

2.Choose the modelfile, tap @

name to enterdetail page, tap ¢ tostartprinting.

FLASHFORGE bt FLASHFORGE bt FLASHFORGE bt

20mm_Box-P..
@® 0h10min

& 0.70M

®@®

©

20mm_Box-PLA.gx

0 h 10 min

Time Remaining

© ® ©

path: Printer internal memory, USB stick, Cloud.

onitsrightto start printing; or tap model picture or model

Ship-PLA.gx @

Build completed!

ok

R YC

3. Extruder will heat up automatically, when heating finishes, the printer will start
to build the model. After printing completed, printer will sound a beep and pop
outanotice on the touch screen.

29



2.4.3.1FlashCloud Print

FlashCloud : Cloud.sz3dp.com

1.Registeryouraccount on Flashforge cloud:
After activate your account through your email box,
loginin Flashforge cloud withyour account.

Login

E-mail

Password

[ Remember Password

Forgot password Rigister

&> FlashCloud

£} Home

[&=] mysob

@ Model Library

My Printer (ONCERLLTEMN  The current printer is empty. Please add a printer

Name

Register Code

Type State

2. After login in cloud with your own account, click [My Printer] - click [Add Printer].

&> FlashCloud

2 Home

My Printer

My Printer () Add printer The current printer is empty. Please add a printer

Name

Register Code

My Model Add Printer
Alfelds mustbe filed in
Name
Regitration Code
@ Model Library
D EED

FLASHFORGE &>

FlashCloud

Printer Name :

Registration Code :
ABCDEF

©

.)))

«©

3.Inputyour printer's name and Flashcloud registration code in [Add printer] interface. These information are

showed inyour printer’s FlashCloud interface.
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&) FlashCloud En ®V

% Home My Printer The current printer is empty. Please add a printer
My Printer Name Register Code Type State
. Flashforge ABCDEF Adventorer 3 eldle
yvodel |
My Job
@ Model Library

4.Add printercompleted.
& FlashCloud ®V
4} Home
. User
My Printer o
My Model Model Detail

My Job

@ Model Library

3D Model

5.Choose a model from cloud model library or upload your own model (stl file), click [Print], enter the edit model
interface to editmodel.

&) FlashCloud

£ Home

My Printer

*Flashforge v Editmodel  Printpara

| s Movel |r\ Rotatel |K" Scale |
—
My Model
-150 150
My Job x: 1 — ,
@ Model Library
150 150

6.Inthe drop down menu of the printer's name, you can choose the printer which runs this mission. (the printer must
be added into'my printer’)
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&) FlashCloud
& am

*Flashforge ¥

(D mamm
RAOES

& me

-

21°C/0°C

=) KN

B (R~

Time Remaining

OhOmin

0%

<

N

[ &

Closed Normal

21°C/0°C

2.4.3.2 Polar=#JED

1.Register Polar cloud account.
Login https://polar3D.com to register the account.

2.QueryPolarcloud PIN code.
POLAR (% Bwlore comect Design Make Help  Shop

Member since 03/18 | 0 cloud prints and counting

Community Cloud Stats
B~ 1 2‘!
countries
Polar Cloud Update - Basic Print Settings
Dean Morris published on May 73, 20018 . .
Recent Community Objects
- Palar Cloud Release Notes, March 2018
s A dngwman published on Mar 30, 2018

POLAR é “  Eplore Connect Design Make Help  Shop
Member since 03/18 | 0 cloud prints and counting
Community Cloud Stats
121
countries

Polar Cloud Update - Basic Print Settings

Daan Morris published on May 23, 2018
Polar Cloud Release Notes, March 2018

B
'rg 4 dnewman published on Mar 30, 2018

Recent Community Objects

[aR

UPLOAD

129,523 370,629
members prints
Q@
£ Seuings
j tenguch@hatmall cam
3] SignOw
129,523 370,629
members prints

(1). After completingthe Polar cloud registration and log in the Polar cloud website, click the icon on the top right

cornerand click [Settings].
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Location

Biography

Website URL
http://www.example.com/profile

Email

+ADD Email
PIN Code *
XXXX

(2). Find the PIN Code column belowthe page, and the shown number is PIN code.

w

Connectthe Adventurer 3tothe internet.
Choose the appropriate network connection mode in the communication interface to connect the
network (see the 2.3.2.1 section of the connection method).

4.

FLASHFORGE & =1

Connectthe Adventurer 3to the Polar cloud.

PolarCloud " @

Polarcloud switch

Account :

[ ] Enterthe cloud connectioninterface (click tools »
communication > cloud connection), turn on the Polar cloud

PIN : switch (After the Polar cloud is turned on the switch will change

[ ] into green). Fillin the below account and PIN code columns

withthe account before the registration of Polar cloud and the

PIN code queried before, click save.

POI.MQ Exphers Conaact  Deign  Make  Melp  Shop a ,_n
Momber since 03718 | 0 cloud prists and cousting
‘Community Printers

ﬁ Polar Cioud Update - Basic Priat Settings

Do Marsi b

b Polar Cloud Releass Netes, March 2018
- G daemenan petiisted or Mae 30, 7018

Priater Compatitility Seanch Teol
Van Morris putlsbed o Mar 29, 10 [ ]

=~

FROOOTIZ

Recent Community Objects
L

S. Afterthe connection is completed, you can see the printer's information on the front page of Polar cloud
website. (if you turn onthe camera function, you can see the real time picture on the page).
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¥ ¢

POLAR (& explore “Comnect Moke Help  Shop a
5 ooees m
Member sinct
B Gumouum
™ News
C Printers

MM nEws

GE Additive Education Program Gathers Mo-
mentum Globally
Dean Marris published on Jun 08, 2018

Polar Cloud Update - Basic Print Settings
Dean Morris published on May 23, 2018

173

FFO00STS
Polar Cloud Release Notes, March 2018 READY T0 PRINT
dnawman published on Mar 30, 2018 1 o queved
SEE MORE SEE MORE
POlA?é:Wmemmmm Q\?
MY OBJECTS OBJECTS SHARED WITH ME COMMUNITY OBJECTS

i AryObmos = | Whtbiectre youlaokng o M

7. Click [MY OBJECTS], then click [UPLOAD] to upload the model.

POLAR (% Bploe Comect Design Make Help  Shop
UPLOAD FILES x

UPLOAD

Roag ¥

Drag and drop or click 1o choose a file
| allowed file type: dwg, duf, hex, obj, pdf, scad, skp, stl, svg, txt, xlsx, xml
| allowed file size: 128 mb

N

avn oo

8. Dragand drop the modelfiles that need to be uploaded to the box area or click the box area to select the upload
model, then click [UPLOAD] to upload.
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POU\?Q Explore Connect Design Make Help  Shop ‘ a ®

Prater FFO00S7S - IEB

= Q0O

%  bigheartpinshort_doff.stl

9.Click [PRINT].

POLAR & Explore Connect Design  Make Help  Shop fal ._‘?
FFO0057S = =
=] o] = n
Serial Number: FFO005TS GLOOE 8 BULD PLATE COMMANDS A aOE
Slatus: READY TO PRINT
0.0%
00:00 00.00

FILAMENT USAGE

0.00m
3 pbe queved

MNuka_cola_-_keychai i Muka_cola_-_keychai § bigheartpinshart_doff}
n n

a o 159} “ o 1.9 - B
‘j fenguchghatmail 5 tengUChghotmail j fenguchghatrmail

com com com
£ * £

! miplet & J
Slicing completed Jobi 1|3 howrs ago Slicing completed Job 3 | 2 hours ago Slicing completed Job 3| 3 tew seconds ago

10. Click [START], the printer starts the cloud task downloading, and starts printing when the download is finished.
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2.4.4 Model Remove

ere A,
Qowg"‘_ CAndp,
g""/ - > 20
s BEFEHmHEFE %
/ AN

1. Take out the removable build plate.

When printing completed, extruder and build
plate may still be hot, please start operating after
cooling down!

(AD3Pro adopts glass platform, unremoveable, which should be
detached with scraper.)

2.Bend the build plate, the plate will produce certain deformation, seperating the
plate away from the bottom of model (Please use a scraper to assist removing
when modelis too small or big).
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2.4.5 Replace Filament

FLASHFORGE

& Lo
oot

©

Change

!

FLASHFORGE 1

-

200 /235°c

Heating extruder...

Cancel

1. Tap [Filament]--Tap [Change], extruder will start preheating.

1

ERE
i

s

R
i

2. Pull outthe filament as the picture

showed above.

-

235 /235°C

Unloading the filament,
please wait...

-

feed

i

’ :
/

TS0 S L\ U\ V)
A W ——

o ——

A\
N\

s

3.Insert new filamentinto the filament intake

and pushthe filamentinto the feeding wheel
until resistance is sensed.

235 /235°C

Pull out filament,
new filament, press [OK].

®

Press ok when new color appears.

FLASHFORGE ) FLASHFORGE 1 FLASHFORGE 1

-

235 /235°C

4. When new filament come out of extruder steadily, replace is completed, Tap [0K].
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2.9 The Guide of Using Camera

Camera User Manual

Camera and USB Disk use the same interface, so the use of Adventurer 3's camera is different
from that of other models. The use of Adventurer 3's camera and the use of Adventurer 3's USB
Disk are incompatible (thatis, only one (camera or USB Disk) can be used in the same time).
The switching between camera and USB Disk can be realized through the Cloud or the lower
computer.The use of Adventurer 3's camerais introduced as follows.

2.5.1. The switching can be controlled by the lower computer

Inrespect of the use of Adventurer 3's camera, there are two modes, that is automatic mode
(default mode) and manual mode. The route is (Tools->Settings (on the second page) -»
Camera), the user can click the “Camera” button to enter the relevant page.

FLASHFORGE 1 FLASHFORGE bt

Auto Mode () Auto Mode ()
Idling Printing Manual Mode ()
[-]
v

Manual Mode ()

Automatic Mode: When the printeris working (such as Manual Mode: The switching
the printeris printing the files), the camerais turned on between camera and USB Disk
and USB Disk is turned off. When the printer is not working, can be controlled by the user
the cameraisturned off and USB Disk is turned on. atwill.

FLASHFORGE bl FLASHFORGE

Bunof .Q. Build

Tools % Tools
g Filament g Filament

After the camera is turned on successfully, the icon of camera

will appearin Status Bar. After the camera is turned off, the icon

of USB Disk will appearin Status Bar in case of successful insertion
of USB Disk.

(<)
[o—}

X [

38



Login
2.5.1.The use of FlashForge cloud camera
E-mail\phone
1. Login FlashForge cloud website and password
register an account. After the mailbox | |
activation, you can login and use the
FlashForge cloud. DI Remember password
FlashForge cloud website: .
https://cloud.sz3dp.com
Forgot password Register
&) FlashCloud ] ®v
% Home My Printer (ONCLENITEM  The current printer is empty. Please add a printer.
iz Name Register Code Type
My Model
My Job
@ Model Library

2. After login, click [My Printer] - [Add Printer].

FLASHFORGE &> =

FlashCloud (D

Printer Name :
Add printer XXXXXX
) Registration Code :

XXXXXX

©

3.Fillinthe printer page with the printer name and registration number. This information is
displayed onthe FlashForge cloud’s interface of the printer. Please make sure that the printer
has been properly connected to the network (see section 2.3.2.1), the FlashForge cloud
functionisinthe turned on state and the printerisin the camera function (see section 2.5.1).
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&) FlashCloud
2} Home

My Printer

My Printer (ONCERILIEA  The current printer is empty. Please add a printer.

Register Code Type
‘ Flashforge
J

XXXXXX Adventorer 3

=) My Model
[&=] MyJob
@ Model Library

State
offline

4.Add succeed.

&> FlashCloud

@ Home
@ My Printer
|Ej My Madel

@ ad3 ® ide

Model name:

== My Job

@ Model Library

5. Click the cameraicon pointed by the arrow.

& FlashCloud

Time Remaining

DhOmin

0%

% Horme

’@ My Printer

ads  ® ide

Model name:
|‘|_:j My Madel
|E_—] My Job
@ Modei Library

o
3NC/oC

Time Remaining

0h0min

0%
< 0 =
31°C/o°C closed norma

6.Camera begins to work.
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2.5.3. PolarCloud camera use

1. Register Polar cloud account
Enter www.polar3D.com website to register account.

2.Find Polar cloud pin code

POLAR (% owlore connect Design Make Help  Shop a @
Member since 03/18 | 0 cloud prints and counting
Community Cloud Stats
B ev 121 129,523 370,629
countries members prints
ﬁ Polar Cloud Update - Basie Print Settings
Doan Morris published on May 73, 2018

Recent Community Objects

Polar Cloud Release Notes, March 2018

o & dnewman published on Mar 30, 2018
POLAR & Explore  Connect Design  Make Help  Shop 0 3
Member since 03/18 | 0 cloud prints and counting 3 Setings
\i tenguch@hatmall cam
Community Cloud Stats
3] SignOw
121 129,523 370,629
countries members prints

Polar Clowd Update - Basic Print Settings
Dean Marris published on May 23, 2018

B
- Folar Cloud Release Notes, March 2018
L= =4 dnewman published en Mar 30, 2018

Recent Community Objects

(1). After registering polar cloud and log in polar cloud webiste, click the upper
right arrow, click [Settings]

Location

Biography

Website URL
http://www.example.com/profile

Email

+ADD Email
PIN Code *
XXXX

(2). Find PIN Code on the bottom of the page, the display numbers is PIN code.
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3.Connect Adventurer 3 to the internet. Choose the proper connecting way in the Network
interface (the connecting way consults pagexx ).

4.ConnectAdventurer 3 to the Polar cloud.

FLASHFORGE (& =1

PolarCloud « PolarCloud Switch

Account :

[ ] Enterthe cloud connection interface (click Tools-Network-
PIN : Cloud), turn on the Polar cloud switch (After the Polar cloud
[ ] isturned on, the switch will change in to green).

Fillin the bottom account and pin code column Polar account
and Pin code showed before respectively, click Save.

POLAR (0 Bpkors consect besin Make ke Sep o @
Maember since 03718 | 0 cloud prints and cousting
‘Community Printers
]
F Polar Cioud Update - Basic Priat Settings
i Mars foblishad o Moy 71

Palsr Cloud Relesss Notes, March 2018
1 dvemenan pebitsed o Mar 30,701

Priater Compatibility Search Teol
Van Morri, puslibed o Mar 9. 1

Recent Community Objects

Afterthe connection is completed, you can see the cameraimage in Polar cloud website.

1. Make sure the printer is connected to the internet.
2.When using the camera please make sure the camera
isinthe camera status instead of USB status. FLASHFORGE & =1

(there should be acameraicon in the status bar).
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2.5.4.The switching can be controlled through the Cloud

1. Connectto Polar Cloud
The user canturn on or turn off the camera through Polar Cloud. Click Tools->
Communication -> Cloud Connect -> Polar Cloud, enter the settings page of Polar Cloud,
click the input boxes of account number and PIN, enter the account number and PIN, click
the “Start” button to connectto Polar Cloud. The account number is the mailbox used for
sign-up with Polar Cloud; for the acquisition of PIN.

FLASHFORGE & =1
PolarCloud " @
Account: . .
[ ] The guide of getting a Polar could account.
The Polar cloud account is the register email account.
PIN:

Polar cloud website: www.polar3D.com

[ ]

©

The way of getting PIN code

rOLAR & Explore Connect Design Make Help  Shep n 3
Member since 03/18 | 0 cloud prints and counting
Community Cloud Stats
R 121 129,523 370,629
countries members prints
ﬁ Polar Cloud Update - Basie Print Settings
Doan Morris published on May 73, 2018
Recent Community Objects
- Polar Cloud Release Notes, March 2018
o &4 dnewman published on Mar 30, 2018
POLAR & Explore  Connect Design  Make Help  Shop 0 3
Member gince 03/18 | 0 cloud prints and counting ¢ Setings
3 enouch@natmailcom
Community Cloud Stats
5] Sign Ow
121 129,523 370,629
countries members prints

Polar Clowd Update - Basic Print Settings
Dean Morris published on May 23, 2018

B
= I Polar Clowd Release Notes, March 2018
o oA dnewmam published on Mar 30, 2018

(1). After registering polar cloud and log in polar cloud webiste, click the upper
right arrow, click [Settings]

Recent Community Objects
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Location

Biography

Website URL
http://www.example.com/profile

Email

+ADD Email
PIN Code *
XXXX

(2). Find PIN Code on the bottom of the page, the display numbers is PIN code.

2.0pen or close the camera through the Cloud.

POU\?C Explore  Connect Design  Make Help  Shop n \.nl)
FrOOO722 =

Serial Number: FFO00732 GCODEJS  BULDPLATE COMUANDS uanaGE
Status: READY TO PRINT

onm onm

29.0° 28.0

FILAMENT USAGE
0.00m

O potss s

(1). After switching on the camera funcition, click camera image on the front page to enter
the interface like this, click the COMMANDS button pointed by the arrow.

CUSTOM COMMANDS

[0 opencamera

[ closecamera

(2). You can use check mark to open or close the camera in the pop-up window.
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a.lfPolarCloud isin anintranet (that is, the printer and PC connect to the same router), the video
is shown, and the state of printing can be displayed inrealtime. If PolarCloud is in an extranet,
the pictures are shown (in case of printing, a picture is sent per 20s; in case of not working,
apicture is sent per 60s).

b.Whenthe cameraisturned on or off, the lower computer will turn off and reconnect PolarCloud,
so PolarCloud will not respond for a while. The recovery time depends on the state of network.

c. Afterthe camera is operated through the Cloud, the lower computer will set the cameratobein
the manual mode; if the automatic mode is to be recovered, please set manually (Tools->
Settings (on the second page) -> Camera).

2.5.5. Error Handling

Auto Mode O

1.Whenthe camerais damaged or not inserted, the error
isreported in case of turning on the camera. At this point,
the lower computer will automatically set the camerato
Confirm be in manual mode and the camera is turned off.

Camera has not be found

©

FLASHFORGE & =1
PolarCloud (@)

Al 2.1fthe lower computer does not connect to PolarCloud and
E error j the printeris deleted from the Cloud, the error is reported;
Pl atthis point, the factory settings can be restored in order to

) solve the problem. After the lower computer connects to the
E Confirm j printer and the printer is deleted from the Cloud, the sign-up

needs to be done again accordingto the foresaid steps.
ave
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Chapter 3: Q&A

Ql. Howto solve if the nozzle is clogged ?

Method 1: Tap [Preheat], heat up the extruder to 240°C, after heating comﬁleted, press the air
tube joint and pull out the filament guide tube. Check to see whether the filament is
bended or filament tip is not smooth, cut filament tip smooth and flat, install the
Fuide tube and filament back, Tap [Load] .

Method 2: [f method 1 not improving, use an unclogging pin tool to unclog filament.

Method 3: If method 1 and method 2 not improving, please replace the nozzle.

Q2. Howtoreplace the nozzle ?

Power off before replacing nozzle! Make sure power off operation!
Please make filament tip smooth and flat when cutting off the filament.

1. Pressthe left and ri%ht clips and pull out the nozzle.
2. EUSh in ?flength of fillament through the filament intake manually, making it long enough to
e cut off.

3. Rotate the filament spool anti-clockwise manually, making filament retreat back a little.

4. Pressthe left and right clips, install the new nozzle back into the extruder, making the nozzle
slot and bottom of extruder are on the same level.

5.Tap[Filamlent] --Tap[Load], nozzle replace completed when you see filament come out of
new nozzle.

Whether the assembly of the sprinkleris in Rlace is judged as follows:
1 When installing, must press the sprinkler hard to the end.
2. Check whether the installation is in place:

(1) Touch the black buckle and white sprinkler's lower shell, make sure

no sunken.
(2) Look at the black buckle and white sprinkler's lower shell, make sure
there is not a large gap in the contact.
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Q3.Dowe need to do extruder calibration again after replacing nozzle?

Yes, do extruder calibration again to ensure high print quality as minimal error may be
caused by extruder installation.

Q4.Howto solve if displayed temperature is abnormal after replacing nozzle?

Abnormaltemperature indicates extruder sensor can not be read, please check the nozzle
whetheritis wellinstalled.

Q5. Howto solveif no filament come out of extruder after tap [Build] model file and
extruder begins moving normally?

1.Checkthe filament guide tube, make sure filament has been pushed into the extruder, if not,
please tap [Load]. Restart building modelfile after you see filament come out of extruder.
2.Checkthe nozzle whetheritis clogged or not, if so, please refer to Q1 for resolution.

Q6: Howtoreplace the filament ?

1. Tap[Filament]--Tap[Replace], after extruder heating up completed, filament will be unloaded,
pull out the filament according to the instruction.

2.Insert new filament into the filament intake and feeding wheel, tap [OK]; New filament will be
pushed into the extruder.

3.Replace will complete when you see new filament come out of extruder.

Q7: How to take down the model ?

1.Take out the removable build plate.

2.Bend the build plate, the plate will produce certain deformation, seperating the plate away
from the bottom of model. (Please use a scraper to assist removing when model is too small
ortoo big).

3.Take down the model.

Q8: Howto solve if the distance between nozzle and platform is too large(far away) or
too small(hit) during printing?
1. Tap[Setting]--Calibration.
2.The extruder homing automatically, moves down some height.
3.Tap up and down arrow to adjust the distance between extruder and platform until extruder
is just about to touch platform.
4.Tap[OK], printer willmemorize current calibration position and start homing automatically.

Q9: Can we use other brand filament which is not produced by Flashforge ?

Adventurer 3 support normal ABS and PLA filament but different brand filament has different
ingredients. Adventurer 3 tests out default settings according to the properties of Flashforge
ABS and PLAfilament.

Other brand filament is ok but not recommended for using, if that causes extruder clogging
or bad printing quality or other failure, FlashForge will take no responsibility. These problems
are not in the warranty of FlashForge .

Q10.1s Adventurer 3 compatible with all kinds of AC power input ?

Adventurer 3is equipped with a built-in 24V/6.5A power supplier, suitable for 110V-240V
inputvoltage.

Ql1.1s Adventurer 3 capable to be turned off automatically after printing job is finished ?
No.
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Q12. What kinds of file formats does Adventurer 3 support?

Input: 3mf/ stl/obj/fpp/bmp/png/jpg/jpegfiles.
Output: gx/gfiles.

Q13. Does Adventurer 3 support other cloud platform besides the FlashCloud?

Yes, Adventurer 3 interface is open up to all other cloud platforms.

Q14.Is the ABS printing safe?

ABS filament will give off certain poisonous gas when heated up, please put the printerin
wellventilated condition when printing ABS. We suggest printing non-toxic PLA filament
when printeris used in children activity places.

Q15. How to solve if printing result has edge warp?

Methodl: Heating up the platform can solve or minimize the problem by increasing
adhesion between platform and model.

Method?2: Adding raft to model when slicing in FlashPrint.

Method3: Apply the solid glue to platform before printing.

Q16.Isitamustto add araft before printing the model?

Not necessarily, much more filament will come out of extruder when printing the raft,
increasing printing success. Heating up the platform also increases printing success by
increasing adhesion between platform and model.

Q17. After replacing nozzle completed, printer status displays extruder temperature
is 300°C, extruder fan is also working, what is the problem and how to slove?

The new nozzle is not properly installed, extruder temperature can not be read and the
displayed extruder temperature is abnormal. Please plug out and install the nozzle again,
push nozzle to the end, make sure the nozzle slot and bottom of extruder are on the same level.

Q18.The extruder makes out chug noise and no filament come out of extruder, what is
the problem and how to slove ?

Filament has not loaded into extruder, making out chug noise,more likely the nozzle is clogged
or filament guide tube is not properly installed. Check the guide tube joint first, if the guide tube
is normal, refer to Q1 for resolution.

Q19.Whatisthe difference between filament load and filament replace ?

Load: Only include loading filament into extruder;
Replace: Include loading and unloading two functions, first unloading and then loading filament.

Q20.Adventurer3 starts printing when the distance between extruder and build plate is
still large,causing filament can not stick to build plate and print fails.

Do the printer Calibration again or do the Homing again, then print again to check result.
Q21.You cannotfind printing files when you use USB driver.
USB driver file is not corrected. Adventurer3 only supports FAT32 file system, please format USB

driverinto FAT32 file system.

48



Daily Maintenance Instruction:
Please apply lubricate grease to printer guide rods if you do not use it forlong,or do the same
maintenance once a month.

Chapter4: Supports and Service

FlashForge team is on standby and ready to help you with any challenges you may have with
your Adventurer 3. If the issues or questions are not covered in this User Guide, you can seek
for solutions on our official website or contact us via telephone.

There are solutions and instructions to common issues that can be found in our knowledge
base. Have a look first as most basic questions are answered there.

www.FlashForge.com

The FlashForge support team can be reached by e-mail or phone between the working hours
of 8:00 a.m. to 5:00 p.m. PST Monday through Saturday. In case you contact us during off-duty
time, your inquiry will be answered the following business day.

Note: Because of changing different filament the extruder maybe blockaded. It's not owing to
quality issue, and outside the scope of 400 hours life. If users encounter this problem, please
contact our after-sale department and finish clean work according to their instruction.

QQ:2850862986 2850863000 2853382161

Facebook Official Group Address: Flashforge Official User Group
Email: support@ff3dp.com

aftersales@flashforge.com
ADD: No. 518, Xianyuan Road, Jinhua, Zhejiang, China.

When contacting support, please have your serial number ready. The serial number is a bar
code on the back of your Adventurer 3.

S/N: FFAD***#***
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Scan QRto Get More After-Sales Support

Twitter

Facebook

Official Website

Zhejiang Flashforge 3D Technology Co., Ltd.

Tel: +86 579 82273989 Web: www.flashforge.com Add: 2/F, No.518, Xianyuan Road, Jinhua, Zhejiang, China



